
 Information View
  - Notifi cation of error and error types
  - Scaling of notifi cation of error and error types
  - Display of IDs on network
    

 Diagnostics
 - View diagnostics online
 - Hot key send of services
 - Support of all ISO15765 & J1979
       services
 - Log session to fi le
 - Optional padding on/off
 - Optional tester present on/off

 Viewing Data (monitors)
    Scrolling monitor
 - User selectable color coding for frames
  - Decoding of GMLAN 29-bit headers and J1939
  - Right mouse click displays decoded data
  - Offl ine step-through playback of decoded data in signal/
       in-place frame monitor
  - One stroke pause (P)
  - Find frame to locate messages in fi le
  - Supports up to 6 network channels simultaneously
    In-place monitor
 - View selected frames in static position
    Signal monitor
 - Decoded display of signals (data)
 - Save translated signals to fi le
 - Color change (red) when signal out of range
    Signal Graph
 - Displays decoded signals in decoded value
    line graph
 - Up to 20 signals

 Statistic Monitor
 - Displays transmit/receive errors
 - Graphical or numerical display
 - Log to file

 Database
  - Used for translation of network frames
  - Usage of multiple databases (linked to individual channels)
  - Import of Vector database fi les (.txt and .dbc)

 Playback
  -  Real-time playback of data
      (playback supports once and
      continuous playback)
  -  Imports Vector log and CAT fi les
   

 Filter/ Triggering
 - Filtering and triggering on header (identifi er)
 - Filtering on data includes raw data, engineering value, or value range
 - Triggering on message or events (such as CAN error frame, etc.)
 - Filters work on receive and transmitted frames

Transmit
  Transmit frame table
 - Hot key send of messages (periodic or single-shot)
 -  Transmit remote frame request/ response
      (SJA1000module only)
 - Associate frames (for sending “pre-frame”)
 - Cut (Ctrl-C)/ paste (Ctrl-V) for messages
 - Supports sending high voltage wakeup on SW-CAN
  -   Master/slave emulation for LIN
   Frame Responder
 - Sends frames on network on receipt of other frames
  - Can be utilized as a gateway

 Advanced
 User Confi gured Scheduler (UCS)
    -  Easy to use command tool
 Program Block Editor Compiler (PBEC)
  -  Advanced C-like script tool
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Hercules

Dearborn Group
TechnologyDG

CAN 
   ISO 11898
   Fault-tolerant (ISO11519-2)
   Single-wire (J2411)

LIN
J1850 

    Class2
     SCP

A high performance analyzer with diagnostic capabilities




